
 

 

 

 

 

Page 17

UTAH

Page 17

BNSF Railway has access to Utah coal mines through Utah 

Railway, a connecting carrier.  Mines are accessed by Utah 

Railway through two loadout facilities, Wildcat and Savage 

Coal Terminal.  Utah Railway interchanges coal trains with 

BNSF at Provo, Utah (westbound) and Grand Junction, 

Colorado (eastbound).  



Type of Mine Underground - continuous miner operation
Loading Station Savage Energy Coal Terminal, Utah (Carbon County)

6 miles southeast of Price, Utah
Marketing Contact JHood@bowieresources.com

Coal Specifications Proximate Analysis (as received) Typical
Btu/lb. 11,800
Sulfur 1.0%
Ash 11.5%
Sodium as % of Ash 0.7%

Recoverable Reserves 9.1 million tons
Annual Production 2017 - .63 Million tons

2016 - .65 Million tons
2015 - .76 Million tons

Loading & Weighing Flood loading with belt scale
Track Configuration Loop track holds one unit train

 

 

Type of Mine Underground longwall operation
Loading Station Savage Coal Terminal, Utah (Carbon County)

6 miles southeast of Price, Utah
Marketing Contact JHood@bowieresources.com

Coal Specifications Proximate Analysis (as received) Typical
Btu/lb. 11,000
Sulfur 45.0%
Ash 11.0%
Sodium as % of Ash 2.2%

Recoverable Reserves 83.4 million tons
Annual Production 2017 - 5.88 Million tons

2016 - 5.38 Million tons
 2015 - 6.02 Million tons
 

Storage Capacity 500,000 tons (stockpile), Approx 4,000 tons per hour

Loading & Weighing Flood loading with weigh in motion scale
Track Configuration Loop track holds one unit train

 

 

Dugout Canyon Mine - Bowie Resources

SUFCO Mine - Bowie Resources
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